
ITEM #PKPOLPEN, #PKPOLPCL

POLARIS PEN AND PENCIL KITS
KIT FEATURES

• 24 karat gold plated brass parts with epoxy coating

• Contemporary design components

• Both writing instruments are constructed as a matching set

• Smooth twist operation

• Pen uses a Parker® style ball point refill #PK-PARKR5

• Pencil mechanism uses 0.7 mm lead.

• Overall length (each)  4-7/8"

REQUIRED ACCESSORIES
• 7 mm, long mandrel

• 2 piece bushing set #PKPOLBU

• 3/8" drill bit #PKEXEC-3/8

• Universal pen blank squaring jig #PKSQUARE (optional)

• 2 part epoxy glue, polyurethane glue or insta cure 
(cyanoacrylate) glue.
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• Cut 3/4" to 5/8" square blank to the length of the brass tube (add 1/16" for squaring off).

• Drill a 3/8" center hole lengthwise through the blank.

• Spread the glue over the tube. Insert the tube into the blank with a twisting motion to spread the glue evenly inside. Center the
tube lengthwise in the blank.

• When glue dries square the ends of the blank. Use a universal pen blank squaring jig or a belt/disc sander to square the ends.
Take the wood down flush to the brass tube.

• Place three or four standard 7mm bushings onto the mandrel, followed by the cap bushing (larger) - wide end first, then 
the wood blank and lastly the tip bushing (smaller) narrow end first. Use additional spacer bushings to fill the space on the 
shaft up to the threads.

• Thread on the lock nut and hand tighten to hold all items in place.

• Slide the tail stock snug to the mandrel shaft, (do not over tighten, it could damage the mandrel). Lock in place. 

• Turn the wood down, flush with the bushings using lathe tools and gradual higher grits of sandpaper.

• Ffinish the wood with friction polish or use PSI clear hi-gloss project finish #HGPF off the lathe for a brilliant finish.
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Diagram B - Pencil Parts
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Diagram C - Turning the Blank




